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Performance Declaration of BYD Premium HVS 10.2 kWh model

We : Shenzhen BYD Electronics Co., Ltd.

Hereby confirm that:

The BYD Premium HVS 10.24 kWh model is capable of storing energy generated by the PV panels
within the system and subsequently supplying it to the loads within the system for utilization.

Below are the Testing Organization, Assessment Principle, Certification, Technical Data for the BYD
Premium HVS 10.24 kWh model.

Name of the Testing Organization: TUV Rheinland (Shenzhen) Co., Ltd.

Assessment Principle: Based on the tests conducted on a representative sample of the above-
mentioned product, it can be stated that the product is suitable for its intended use and complies
with the current safety requirements in effect on the date of certification.

Certification

EN 300328V 2.2.2; EN 301489-1V 2.2.3; EN 301489-17 V 3.2.0(Draft); EN 61000-6-1:2007; EN 61000-
6-2:2005; EN 61000-6-3:2007+A1; EN 61000-6-4:2007+A1; EN 62311:2008; EN 62477-
1:2012+A11:2014; 2014/53/EU; 2014/30/EU

Technical Data

Usable Energy [kWh] 10.24

Nominal voltage [V] 409.6

Operating voltage range [V] 320-480V
Recommended Charge/Discharge Current [A] 25

Max. Charge/Discharge Current [A] 50, for 3 sec
Dimension [mm] 1228 x 585 x 298
Weight [kg] 167
Charge/Discharge Temperature Range [°C] -10 —+50
Protection Degree P55
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