
HiE-S415DG Teljesítménynyilatkozat

Mi: HD Hyundai Energy Solutions Co., Ltd.

Ezúton megerősítem, hogy:
A Hyundai HiE-S415DG napelem képes a napenergia hasznosításával részleges vagy 
teljes villamos energiát biztosítani a hálózatra csatlakoztatott napelemes rendszer 
számára. Az alábbiakban a HiE-S415DG napelemhez tartozó vizsgáló szervezet, 
értékelési elv, tanúsítás, műszaki adatok találhatók. 

A vizsgáló szervezet neve:

TÜV NORD CERT GmbH-Am TÜV 1, 45307 Essen Germany 

Értékelési elv:

A fent említett termék reprezentatív mintáján végzett vizsgálatok alapján 
megállapítható, hogy a termék alkalmas a rendeltetésszerű használatra, és 
megfelel a tanúsítás időpontjában hatályos biztonsági követelményeknek.

Tanúsítás (Szabvány)
IEC 6125-1:2016; IEC 6125-1-1:2016; IEC 61215-2:2016 

IEC 61730-1:2016/ EN IEC 61730-1:2018 + AC:2018; 

IEC 61730-2:2016/ EN IEC 61730-2:2018 + AC:2018. 

Műszaki adatok

Adatok Érték
Névleges telj. (Pmpp) [W] 415 

Nyitott áramköri fesz. (Voc) [V] 41.5 

Rövidzárlati fesz. (Isc) [A] 12.80 

Fesz. a Pmax-nál  (Vmpp) [V] 34.4 

Áram a Pmax-nál (Impp) [A] 12.08 

Modul hatékonysága [%] 20.9 

Cellatípus PERC Monokristályos szilícium zsindelyezett
Üzemi hőmérséklet tart. [℃] - 40 ~ 85 ℃

Súly [kg] 20.8 

Méretek (LxWxH)[mm] 1,899 x 1,096 x 30 

Védettség IP68 

Aláírva __________
Jin Hyung Ahn/Team Leader of Reliability Develomenp team 

HD Hyundai Energy Solutions Co., Ltd. 



Performance Declaration of HiE-S415DG 

We: HD Hyundai Energy Solutions Co., Ltd. 

Hereby confirm that: 

The Hyundai HiE-S415DG solar panel is capable to provides partial or full 

electrival power to a grid-connected solar PV system by harnessing solar energy. 

Below are the Testing Organization, Assessment Principle, Certification, 

Technical Data for the HiE-S415DG solar panel. 

Name of the Testing Organization: 

TÜV NORD CERT GmbH-Am TÜV 1, 45307 Essen Germany 

Assessment Principle: 

Based on the tests conducted on a representative sample of the above-mentioned 

product, it can be stated that the product is suitable for its intended use and 

complies with the current safety requirements in effect on the date of certification. 

Certification(Standard) 

IEC 6125-1:2016; IEC 6125-1-1:2016; IEC 61215-2:2016 

IEC 61730-1:2016/ EN IEC 61730-1:2018 + AC:2018; 

IEC 61730-2:2016/ EN IEC 61730-2:2018 + AC:2018. 

Technical Data 

Specification Value 

Nominal Output (Pmpp) [W] 415 

Open Circuit Voltage (Voc) [V] 41.5 

Short Circuit Voltage (Isc) [A] 12.80 

Voltage at Pmax (Vmpp) [V] 34.4 

Curent at Pmax (Impp) [A] 12.08 

Module Efficiency [%] 20.9 

Cell Type PERC Mono-Crystalline Silicon Shingled 

Operating Temperature [℃] - 40 ~ 85 ℃

Weight [kg] 20.8 

Dimensions (LxWxH)[mm] 1,899 x 1,096 x 30 

Degree of protection IP68 

Signed by __________ 

Jin Hyung Ahn/Team Leader of Reliability Develomenp team 

HD Hyundai Energy Solutions Co., Ltd. 
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